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(AIX-USB2SI-PS)



Package content
In the box you will find:

e USB 2.0-to-SATA & IDE-Converter-cable for SATA & IDE devices

o external 34W power supply with 4pin-MOLEX-plug + power cord
e Power cable adapter 4pin MOLEX -> SATA 15pin

® SATA DATA-cable

e DRIVER CD for Win98 SE

| A CAUTION! Only use in dry locations! Do not open power adaptor!

If there are any parts missing, please contact your dealer!

_ USB-Power-
plug (red)
44-pin IDE plug
for 1.8"-/2.5"-IDE HDD\ AN USB 2.0-
plug
Activity LED
SATA port 40-pin IDE plug

for 3.5"-/5.25"-IDE devices

All plugs of the converter-cable are protected against polarity reversal
and should be easily plugged in. If not, please check if you use the plug
in the right way!

Using converter with 1.8"-/2.5"-IDE harddisk

a) Connect the 44-pin plug of the converter to the 1.8"-/2.5" HDD.

b) Plug in the black USB 2.0-plug of the converter into the USB-port of
your PC (USB 2.0 recommended for full speed).

¢) If your harddisk does not spin-up correctly, please plug in the
additional red USB-Power plug into a free USB-port of your PC, to
get some more power for the 1.8"/2.5"-harddisk. The whole provision
of electricity is only provided by the USB-port(s) (USB-Power).
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